












Handheld
The world’s first 4-stroke handheld range delivers smooth responsive 
power with lower emissions, featuring industry first GX25 mini  
4-stroke engines, innovative design and Honda build quality.

Keeping the garden neat and tidy has never been 
easier with the first 4-stroke blower in the world.

The first 4-stroke hedgetrimmer in the world gives clean, 
quiet, go anywhere power with the performance and 
control you’d expect from a Honda.

25ccBlower
When fallen leaves spread across the lawn, decking 
or garden paths, this new Honda product helps get 
things in order in record time.  

The blower’s powerful jet of air effortlessly propels 
garden waste into large piles, where it can be easily 
picked up and consigned to the compost heap.

The light and compact HHB 25 makes clearing up a 
breeze, with cruise control switch, elastomer hand grip 
and clean, quiet performance from the easy starting 
GX25 4-stroke engine.

Cruise control
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EASY START

Easy starting 4-stroke 
engine for smooth 
operation and reliability.

*subject to an annual service
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Domestic Use

Year Warranty*

Professional Use

Year Warranty

Why 4-stroke technology?
4-stroke technology ensures lower fuel 
consumption and exhaust emissions than 
an equivalent 2-stroke engine, as well as 
being significantly quieter to use – all without 
compromising maximum performance. 

For details of your nearest 
Honda dealer please call:  
0845 200 8000 or visit 
www.honda.co.uk
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25ccHedgetrimmer
The Honda 4-stroke hedgetrimmers are ideal workmates when  
tending large gardens and parks. The HHH 25 models are equally 
suited to shaping or heavy trimming with ergonomic, vibration 
reducing controls, easy starting engines and lightweight design 
allowing you to work more comfortably, for longer. 

They command the same power and performance as comparable  
2-stroke machines, but are significantly more economical with fuel, 
cleaner, quieter and more environmentally friendly (and complies  
with the stringent EN2006 emissions standard).

The HHH25 model is available in either single or double blade options. 
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Premium range

Mid range

Standard

Ride-on 
lawnmower

Lawn tractors & Ride-on lawnmowers
Product Cutting  Drive BBC Cutting  Grass bag  Engine Mulching Safety  Turning Fuel Dry Dimensions   Noise        Vibration (m/sec2)  
reference width   heights capacity   system start up  radius capacity weight L   W    H value*         Seat S/Wheel 

HF 2620 HTE 48"/122cm hydrostatic electric 30–90mm 350 litres 614cc V-twin optional yes 1.6m 5.4 litres 254kg 2480mm x 1260mm x 1120mm 105 dB(A)     0.5   7.0  
HF 2417 HTE 40"/102cm hydrostatic electric 30–90mm 330 litres 530cc V-twin optional yes 1.8m 5.4 litres 237kg 2480mm x 1050mm x 1120mm 105 dB(A)     0.3   2.0

HF 2417 HME 40"/102cm hydrostatic electric 30–90mm 300 litres 530cc V-twin optional  yes 1.8m 5.4 litres 228kg 2480mm x 1050mm x 1120mm 100 dB(A)     0.3   2.0
HF 2315 HME 36"/92cm hydrostatic electric 30–80mm 280 litres 530cc V-twin optional  yes 1.8m 5.4 litres 213kg 2480mm x 960mm x 1110mm 100 dB(A)     0.3   2.0  

HF 2315 SBE 36"/92cm 5 fwd, 1 rev electric 30–80mm 280 litres 530cc V-twin optional  yes 1.8m 5.4 litres 210kg 2400mm x 960mm x 1110mm 100 dB(A)     0.3   2.0  

HF 1211 S 28"/71cm 5 fwd, 1 rev manual 30–80mm 170 litres 337cc single cylinder optional  yes 1.4m 3.6 litres 167kg 1863mm x 760mm x 1100mm 100 dB(A)     0.6   TBA  
HF 1211 H 28"/71cm hydrostatic manual 30–80mm 170 litres 337cc single cylinder optional  yes 1.4m 3.6 litres 177kg 1863mm x 760mm x 1100mm 100 dB(A)     0.6   TBA

Product Rear roller Cutting  Drive Cutting   Grass bag  Engine Mulching Safety  Cutter deck Dry Starter Handle  Noise Vibration  
reference (stripe) width  heights  capacity   system braking  material weight mechanism height adj. value* (m/sec2)

HRX 426 SX   – 17"/42cm self-propelled 25-78mm  60 litres 160cc OHC 4-stroke optional  Roto-stop® Polystrong® 36kg recoil   – 94 dB(A) 5.2
HRX 426 QX yes 17"/42cm self-propelled 19–55mm  60 litres 160cc OHC 4-stroke  – Roto-stop® Polystrong® 38kg recoil   – 94 dB(A) 5.2

HRX 476 SX   – 19"/47cm self-propelled 19-80mm  73 litres 160cc OHC 4-stroke optional  Roto-stop® Polystrong® 38.5kg recoil   – 94 dB(A) 5.6
HRX 476 HX   – 19"/47cm hydrostatic 19-80mm   73 litres 160cc OHC 4-stroke optional  Roto-stop® Polystrong® 40.5kg recoil   – 94 dB(A) 5.6
HRX 476 QX yes 19"/47cm self-propelled 19–58mm  73 litres 160cc OHC 4-stroke  – Roto-stop® Polystrong® 42kg recoil   – 94 dB(A) 5.6

HRX 537 HY   – 21"/53cm hydrostatic 20–100mm   88 litres 187cc OHC 4-stroke standard Roto-stop® Xenoy® 42kg recoil 3 positions 98 dB(A) 4.5 
HRX 537 HZ   – 21"/53cm hydrostatic 20–100mm   88 litres 187cc OHC 4-stroke standard Roto-stop® Xenoy® 43kg key 3 positions 98 dB(A) 4.5 
HRX 537 VY   – 21"/53cm variable speed 20–100mm   88 litres 187cc OHC 4-stroke standard Roto-stop® Xenoy® 44.2kg recoil 3 positions 98 dB(A) 4.5 
HRD 536 QX yes 21"/53cm self-propelled 14–52mm  83 litres 163cc OHV 4-stroke  – Roto-stop® alloy 53.5kg recoil 3 positions 98 dB(A) 4.3 
HRH 536 HX   – 21"/53cm hydrostatic 21–76mm  83 litres 163cc OHV 4-stroke optional  Roto-stop® H/D alloy 60kg recoil 3 positions 98 dB(A) 4.5 
HRH 536 QX yes 21"/53cm self-propelled 14–52mm  83 litres 163cc OHV 4-stroke  – Roto-stop® H/D alloy 58kg recoil 3 positions 98 dB(A) 4.5 

Lawnmowers

17" (42cm)

19" (47cm)

21" (53cm)

Product  Handle   Engine Fuel Oil Starter Dry Nylon  Blade type Noise Vibration  
reference design    capacity capacity mechanism weight head supplied value* (m/sec2) 

UMK 425 LE D-loop with barrier bar   25cc mini 4-stroke 0.55 litres 0.08 litre recoil 5.90kg spool 3 tooth 110 dB(A) 10.0 
UMK 425 UE Adjustable bike-type   25cc mini 4-stroke 0.55 litres 0.08 litre recoil 6.20kg spool 3 tooth 110 dB(A) 5.0 
UMS 425 LE D-loop   25cc mini 4-stroke 0.55 litres 0.08 litre recoil 5.50kg line  – 111 dB(A) 7.0 
UMR 425 Flexible shaft with D-loop   25cc mini 4-stroke 0.55 litres 0.08 litre recoil 9.70kg spool 4 tooth 111 dB(A) 2.5 – 4.5 

UMK 435 LE D-loop with barrier bar   35cc mini 4-stroke 0.65 litres 0.10 litre recoil 7.20kg spool 3 tooth 111 dB(A) 8.0 
UMK 435 UE Adjustable bike-type   35cc mini 4-stroke 0.65 litres 0.10 litre recoil 7.50kg spool 3 tooth 111 dB(A) 5.5 

25cc 

 
 
35cc 

Product  Handle Throttle Total   No. of   Engine Fuel Cutter Continuous Dry Starter Blade Noise Vibration  
reference type  cutting width blades   capacity guard operation time weight mechanism speed value* (m/sec2) 

HHH 25S 75E fixed 2 motion/trigger 27"/690mm 20  25cc mini 4-stroke 0.40 litres yes 46 mins (approx) 5.81kg recoil 1373 rpm 104 dB(A) 11.6 

HHH 25D 75E 90º 2 motion/trigger 27"/690mm 20  25cc mini 4-stroke 0.40 litres yes 46 mins (approx) 6.50kg recoil 1373 rpm 104 dB(A) 6.5 

Hedgetrimmer

25cc Single blade 

25cc Double blade
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Tillers
Product  Main Side Max. working Front Rear Speeds Engine  Handlebar  Handlebar  Handlebar Dry Dimensions   Noise Vibration  
reference clutch clutch width  hitch hitch   shape swing height adj. weight L  W  H value* (m/sec2)

FG110 deadman   – 230mm   –   – 1 forward 25cc OHC 4-stroke Y-shaped   –   – 13kg 1175mm x 365mm x 958mm 93 dB(A) 9.2 
FG201 deadman   – 300mm   –   – 1 forward 49cc OHV 4-stroke Y-shaped   –   – 16kg 1185mm x 455mm x 980mm 93 dB(A) 5.0 

F220 deadman    – 545mm   –   – 1 forward 57cc OHV 4-stroke Y-shaped   – yes 29kg 1280mm x 615mm x 1035mm 79 dB(A) 10.0 
FG315 deadman   – 800mm   –   – 1 fwd / 1 rev 135cc OHC 4-stroke Y-shaped yes yes 46kg 1700mm x 600mm x 1000mm 96 dB(A) 5.4 

FE500 deadman    – 875mm   –   – 1 forward 163cc OHV 4-stroke Y-shaped yes yes 54kg 1460mm x 925mm x 990mm 83 dB(A) 12.0 
FF300 deadman    – 450mm   –   – 3 forward 57cc OHV 4-stroke Y-shaped loop   – yes 50kg 1465mm x 465mm x 1010mm 93 dB(A) 4.6 
FF500 deadman    – 550mm   –   – 3 forward 160cc OHC 4-stroke Y-shaped loop   – yes 77kg 1730mm x 585mm x 1045mm 93 dB(A) 5.3 

Mini 

Mid-size 

Large

Petrol-driven machinery runs on unleaded petrol   *Noise value EU Directive 2000/14/EC   **Actual measurements

Product  Handle Throttle Wind  Air     Engine Fuel Fuel Continuous Dry Starter  Noise Vibration  
reference type  velocity ** volume **   capacity consumption operation time weight mechanism  value ** (m/sec2) 

HHB 25 E soft grip trigger 70m/sec 543m2/h  25cc mini 4-stroke 0.40 litres 0.43L/h 46 mins (approx) 4.7kg recoil  104 dB(A) 7.0

Blower

25cc 

Brushcutters and Trimmers



Honda (UK) - Power Equipment
470 London Road, Slough, Berkshire, SL3 8QY

Honda Contact Centre: 0845 200 8000
www.honda.co.uk
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A Division of Honda Motor Europe Ltd.

This publicity material applies to the UK only.

These specification details do not apply to any particular product which is 
supplied or offered for sale. The manufacturer reserves the right to vary their 
specification, including colours, with or without notice at such times in such 
manner as they think fit. Major as well as minor changes may be involved. Every 
effort, however, is made to ensure the accuracy of the particulars contained in 
this brochure. Consult the Dealer with whom your order is placed for details of 
the specification of any particular product. This publication shall not constitute 
in any circumstances whatsoever an offer by the Company to any person. All 
sales are made by the Distributor or Dealer concerned subject to and with 
the benefit of the standard Conditions of Sale and Warranty given by the 
Distributor or Dealer, copies of which may be obtained from him on request.


